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This safety lesson learned must be displayed through HSE notices and on dedicated noticeboards. 

The same must be presented by the supervisors and discussed with the workers during the Toolbox Talk/Meeting, 
with training value, recording the discussion with signatures of those present. 

 

      

 

 HSE Lesson learned 

Lesson learned 

 

SCOPE 

X Security 

 Health 

 Environment 

 Equipment Safety valve failure 

    

Event date 
10/16/2024 

  Photo 

 
 
 
 
 
 

  

Author 
Saint Rienzo 

Rev. 0  
of 22/10/2024 

 

Description of the event and results 

The crane was parked in the logistics area and available for collection 
by the supplier at the end of the rental. 

The crane was parked with the boom down and the tackle suspended 
approximately 1.5 metres above ground level. 

Suddenly the block fell and landed on the ground. 
 

 

Potential consequences 
Possible crushing of personnel in transit at the crane arm. 

 

Possible main causes 

• Mechanical failure of safety valve 

 

Immediate corrective actions 

• Delimitation of an area with a radius of approximately 2 meters 
around the suspended load 

• Information for staff 
 

Conclusions, “Lesson Learned” 

 

• The area below the crane hook, as well as the area under any suspended load, even in the 
case of inoperative equipment, must be considered high risk and closed to the passage of 
personnel. 

 

• Always close the areas nearby suspended booms or loads 
 

      


