OBJECT COLLISION WITH OVERPASS DURING TRANSPORT

DESCRIPTION
During the transport of the mobile welding unit on the lorry

bed, the driver did not properly evaluate the height of the
overpass and hit the bridge.

CONSEQUENCES

CAUSES

Major Company Asset damage;
Possible damage to third party vehicles.
Possible damage to public infrastructures.

Failure to follow procedure: According to the project
traffic plan there were two possible routes for the
planned destination, one unpaved and longer without
risk of interference with overpasses and the shorter and
paved one used by the driver on the day of the
accident. According to the procedure is mandatory to
drive along the roads according to their classification,
limitations and restrictions.

Failure to comply with road laws and requlations: the
driver collided with overpasses despite the road safety
sign.

Inadequate risk perception / risk underestimated: the
driver did not recognize the risk of interference with the
overpass during the transport of equipment with a total
height exceeding 4.10 meters.

CORRECTIVE AND PREVENTIVE ACTIONS

Measures adopted to prevent recurrence of similar incidents:

Provide all drivers with information and training on the project’s traffic plan, as well as on mandatory traffic rules
and regulations.

Recommend disciplinary action for the driver due to non-compliance with the required procedure and laws and
regulations.

Develop a safety alert to raise the awareness of all the project personnel about this incident.
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